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1. Pinging the FXi 60/250 Exciter (w/Exgine) from the XPi 10 Exporter 
 
The XPi 10 Exporter has the ability to be “ping” the FXi Exciter.  This command may be used to 
ensure that the XPi and FXi are able to talk to each other over the I.P. network.  The following is a 
short procedure on how you ping the FXi exciter from the XPi 10 Exporter. 
 

Note:   An external keyboard and mouse must both be connected to the labeled ports on the XPi 10. 
 

Step 1 - Select the SYSTEM button on the front panel of the XPi 10. 
 
Step 2 – Next, select COMMAND. 
 

 
 

Figure 1 – Main XPi GUI 
 
 
Step 3 - Uncheck the “Display virtual keyboard” box. 
 

 
 

Figure 2 – XPi System Command Menu 
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Step 4 - Select the “xterm” button. 
 

 
 

Figure 3 – XPi System Command Menu 
 
 

 
Step 5 – On the external keyboard, type “ping 10.2.4.9”, where 10.2.4.9 MUST be the IP  

  address of the Exgine Card in the FXi Exciter.  The Exgine card should start to reply as  
  shown. 
   

 
 

Figure 4 – XPi xterm 
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Step 6 - To exit type “Ctrl c”. 
 

 
 

Figure 5 – XPi xterm 
 

 
Step 7 – Next, type “exit”. 
 

 
 

Figure 6 – XPi xterm 
 
 

 
 

 
 




